Caldera s Parquetviny|

by Lamett

TECHNICAL DATA SHEET

PRODUCT SPECIFICATIONS EN

Rigid Core SPC + IXPE ENISO 10582

Dimensions Tile 615X 615 X (5.5+1) (0.55) mm
Box 4 tiles /1.513 m2 /18 kg
Pallet 54 boxes [ 81.70 m2/ 982 kg

Density ENISO 23996 +/- 1750 kg/m?3

Installation 1SO 24334 14F Tight Lock (>1.5 KN/m)

Unique planks 8

Surface Stone structure

Bevel 4 -sided painted bevel

Gloss Level 60° 5%
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Class 23/33 — Heavy commercial
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PRODUCT PROPERTIES

PROPERTY TEST METHOD MIN. REQ. RESULT

Application ENISO 10874

Mz, Floorscore, A+, Greenguard,

Indoor air certifications REACH, phtalate free

Fire resistance g@;“ EN 13501-1 Bfl-s1

Residual indentation 5= ENISO 24343-1 (2.5h) <o.1mm Compliant

Dimensional stability EN ISO 23999 (80°C/6h) <0.15% Compliant

UV resistance @ ENISO 105-Bo2 26 Compliant

Slip resistance E,I\lngffg?’o gfo(z 0-3)

Scratch resistance g‘ EN 16094 <MSR-A2 compliant

Wear resistance EN 13329 > 2000 cycles 2 4000 cycles

Stain resistance @ EN 438-2 g:gsg ; ?gfaz;irade 5
Formaldehyde emission EN717-1 <0.124 mg/m3 E1

Pentachlorophenol content < detectable limit

Effect of castor chair r@ll EN 425 (25000 cycles) Slight change only compliant

Thermal resistance EN 12667 < 0.15 m2K/W 0.049 m2K/W

Underfloor heating % OK (max +28°C)
Bacterial growth Does not act as substrate
Impact sound reduction n EN SO 10140 ALw 18 dB (IXPE underlayment)

Cleaning and maintenance instructions see : www.parquetvinyl.com
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